
VEILETTE INSTALLATION INSTRUCTIONS 

You will need: 

• Installation Screws 1 ½” #8 Hex Head Screws (included) 

• Installation Brackets (included) 

• ½” #8 Hex Head Screws (included) 

• Track(s) (included) 

• Fabric (included) * 

• Drill & Screwdriver 

• Appropriate fasteners to work with the mounting surface.  

 

* Please do not fold the fabric or drape it over a furniture to avoid wrinkles.  

 

1. Before installing, check if you have the right amount of brackets. 

18” – 45” 45 1/8” – 78” 78 1/8” – 103” 103 1/8” – 127” 

2 3 4 5 

 

 The included installation brackets are extendable up to 1 ½” for wall clearance.  

 

2. Mount the brackets.  

 Outside Mount  

o Measure and mark bracket locations.  

o Mark the bracket mounting height over the window or door opening using the ordered 

height. Make sure to allow proper floor clearance. 

o Using the order width, mark the end points over the opening. 

o Mark 5” from each end points. This is the locations of the end brackets. 

o The remaining brackets should be spaced evenly between the 2 end brackets. 

 

 

 

 

 

o Position the brackets and mark where to drill holes for the installation screws. 

o Drill the screw holes using a ¼” drill bit.  

▪ Note: Use a drywall anchor when mounting to drywalls. 



o For the extendable installation brackets, make sure the clip is positioned properly for 

wall clearance. 

 

Inside Mount 

Note: The minimum casement depth required is 2”. 

 

o Mark 

5” from 

each 

jamb for 

the end 

brackets. 

o The remaining brackets should be spaced evenly between the 2 end brackets. 

o Mark where to drill holes for the 1 ½” #8 Hex Head Screws. 

o Position the brackets and make sure the front edges of the brackets are aligned to each 

other.  

o Drill the holes using a ¼” drill bit. 

▪ Note: Use a drywall anchor when mounting to drywalls. 

o Attach the brackets using the screws provided. 

 

3. Install the track. 

o Attach the track to the brackets mounted to the wall by tucking in the front of the clip to 

the lip of the track then push up the back part of the truck until the it snaps to the clip. 

o   

4. Attach the fabric to the track. 

o To attach the vanes, insert the fabric hanger to the fabric carriers.  

Note: If center open, make sure that the fabrics are in their right position. The thicker vane 

that has folds should be in the opposite ends. 

5. Install the crown valance.  

 

 

 

 

 

 


